Drehmaschine mit angetriebenem Uerkzeug 10.11.2012 17:40

/_N_UKS_DIR/_N_UEBUNG_13__1_UPD/_N_UEBUNG_13__1_PF

N10 UORKPIECE(,,, "CYLINDER", 192, 1, -76, -55, 58)
N20; Ubung_13

N30; 041112 Christiani Team

N40 UUP

N50 G54 G90 G26 S3000

N60; Plandrehen auf Lénge 76 mm
N70 T="A_SCHRUPP_80_0.8"

N80 116

N90 G96 S220 F0.2 M4

N100 GO X60 20

N110 G1 X-1.6

N120 G1 22

N130 GO X60

N140; Vordrehen der Kontur

N150 G96 S180 F0.4

N160 CYCLE62("FKA_UE13",0,,)

N170 CYCLE952("FKA_UE_13_1",,"",2101311,0.4,0.2,0,3,0.1,0.1,0.5,1,0.1,0,1,1,1, ,,
,,2,2,,,0,1,,0,12,100010,1,0)

N180 UUP

N190 T="A_SCHLICHT_35_0.3"

N200 M6

N210; Schlichten der Kontur

N220 G96 S230 FO.1 M4

N230 G42

N240 FKA_UE13

N250 G40

N260; Anfertigen Gewindefreistich DIN 76 Form A
N270 GO X40 2-15

N280 CYCLE940(16, -25,"A",1,1,0.1,13,,,,,30,20,2.5,0.1,0.1,0.1,13,,,2,1000)
N290 UuUP

N300; Anfertigen Einstich Breite 6mm

N310T="STECHER_2.0"

N320 M6

N330 G96 S180 F0.1 M4

N340 CYCLE930(35, -39, 6, 6,25,,0,0,0,1,0,0,1,0.2,0,1, 10530,,1,30,0.1,1,0.2,0.2,2,1
111100)

N350 UUP

N360 T="GEUINDE"

N370 16

N380; Anfertigen Gewinde M16x1.5 mit V¢ konstant

N390 G96 S150 M3

N40@ CYCLE99(0, 16, -24,,4.5, 3, 0.92016, 0, 30, 0, 4,2,1.5,1310103,4,2,0.3,0.5,0, 0, 1, 0,
0.866,1,,,,102,1001)
N410 Uup
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N420 M30
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